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KALENPENDENT SPRINKLER 
Standard Response�

KN 3327�

Technical Specifications�
K Factor� K5.6(80) , K8.0(115)�

Thread Size� 1/2” NPT (15mm) , 3/4” NPT (20mm)�

Finished� Brass , Chrome , White , Black�

Temperature� 57°C(135°F) , 68°C(155°F) , �
79°C(175°F) , 93°C(200°F) , �
141°C(286°F) , 182°C(360°F) �

Min Operation/Max�
Working Pressure: �

7psi (0.5 bar) / 175 psi (12 bar)�

Standard Certificate� IRISI 22253-1�

Material Specifications�
Frame� Forged brass�
Deflector� Brass sheet�
Bulb Retainer� Brass rod�
Spring Washer� Stainless steel with PTFE coated�

Set Screw� Stainless steel rod�

Specifications : �
▪For All Hazards    ▪5 mm bulb�
�
Usage areas :�
✔︎ House�
✔︎ Hotel�
✔︎ Hospital�

✔︎ Mall�
✔︎ Dormitory�
✔︎ Trade Center�
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KALENPENDENT SPRINKLER�
Quick Response�

KN 3427�

Technical Specifications�
K Factor� K5.6(80) , K8.0(115)�

Thread Size� 1/2” NPT (15mm) , 3/4” NPT (20mm)�

Finished� Brass , Chrome , White , Black�

Temperature� 57°C(135°F) , 68°C(155°F) , �
79°C(175°F) , 93°C(200°F) , �
141°C(286°F) , 182°C(360°F) �

Min Operation/Max�
Working Pressure: �

7psi (0.5 bar) / 175 psi (12 bar)�

Standard Certificate� IRISI 22253-1�

Material Specifications�
Frame� Forged brass�
Deflector� Brass sheet�
Bulb Retainer� Brass rod�
Spring Washer� Stainless steel with PTFE coated�

Set Screw� Stainless steel rod�

Specifications : �
▪For All Hazards    ▪3 mm bulb�
�
Usage areas :�
✔︎ House�
✔︎ Hotel�
✔︎ Hospital�

✔︎ Mall�
✔︎ Dormitory�
✔︎ Trade Center�
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KALENUPRIGHT SPRINKLER�
Standard Response�

KN 3323�

Technical Specifications�
K Factor� K5.6(80) , K8.0(115)�

Thread Size� 1/2” NPT (15mm) , 3/4” NPT (20mm)�

Finished� Brass , Chrome , White , Black�

Temperature� 57°C(135°F) , 68°C(155°F) , �
79°C(175°F) , 93°C(200°F) , �
141°C(286°F) , 182°C(360°F) �

Min Operation/Max�
Working Pressure: �

7psi (0.5 bar) / 175 psi (12 bar)�

Standard Certificate� IRISI 22253-1�

Material Specifications�
Frame� Forged brass�
Deflector� Brass sheet�
Bulb Retainer� Brass rod�
Spring Washer� Stainless steel with PTFE coated�

Set Screw� Stainless steel rod�

Specifications : �
▪For All Hazards    ▪5 mm bulb�
�
Usage areas :�
✔︎ House�
✔︎ Hotel�
✔︎ Hospital�

✔︎ Mall�
✔︎ Dormitory�
✔︎ Trade Center�
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KALENUPRIGHT SPRINKLER�
Quick Response�

KN 3423�

Technical Specifications�
K Factor� K5.6(80) , K8.0(115)�

Thread Size� 1/2” NPT (15mm) , 3/4” NPT (20mm)�

Finished� Brass , Chrome , White , Black�

Temperature� 57°C(135°F) , 68°C(155°F) , �
79°C(175°F) , 93°C(200°F) , �
141°C(286°F) , 182°C(360°F) �

Min Operation/Max�
Working Pressure: �

7psi (0.5 bar) / 175 psi (12 bar)�

Standard Certificate� IRISI 22253-1�

Material Specifications�
Frame� Forged brass�
Deflector� Brass sheet�
Bulb Retainer� Brass rod�
Spring Washer� Stainless steel with PTFE coated�

Set Screw� Stainless steel rod�

Specifications : �
▪For All Hazards    ▪3 mm bulb�
�
Usage areas :�
✔︎ House�
✔︎ Hotel�
✔︎ Hospital�

✔︎ Mall�
✔︎ Dormitory�
✔︎ Trade Center�
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KALENSIDEWALL SPRINKLER�
Standard Response�

KN 3329�

Technical Specifications�
K Factor� K5.6(80) , K8.0(115)�

Thread Size� 1/2” NPT (15mm) , 3/4” NPT (20mm)�

Finished� Brass , Chrome , White , Black�

Temperature� 57°C(135°F) , 68°C(155°F) , �
79°C(175°F) , 93°C(200°F) , �
141°C(286°F) , 182°C(360°F) �

Min Operation/Max�
Working Pressure: �

7psi (0.5 bar) / 175 psi (12 bar)�

Standard Certificate� IRISI 22253-1�

Material Specifications�
Frame� Forged brass�
Deflector� Brass sheet�
Bulb Retainer� Brass rod�
Spring Washer� Stainless steel with PTFE coated�

Set Screw� Stainless steel rod�

Specifications : �
▪For All Hazards    ▪5 mm bulb�
�
Usage areas :�
✔︎ House�
✔︎ Hotel�
✔︎ Hospital�

✔︎ Mall�
✔︎ Dormitory�
✔︎ Trade Center�
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KALENSIDEWALL SPRINKLER�
Quick Response�

KN 3429�

Technical Specifications�
K Factor� K5.6(80) , K8.0(115)�

Thread Size� 1/2” NPT (15mm) , 3/4” NPT (20mm)�

Finished� Brass , Chrome , White , Black�

Temperature� 57°C(135°F) , 68°C(155°F) , �
79°C(175°F) , 93°C(200°F) , �
141°C(286°F) , 182°C(360°F) �

Min Operation/Max�
Working Pressure: �

7psi (0.5 bar) / 175 psi (12 bar)�

Standard Certificate� IRISI 22253-1�

Material Specifications�
Frame� Forged brass�
Deflector� Brass sheet�
Bulb Retainer� Brass rod�
Spring Washer� Stainless steel with PTFE coated�

Set Screw� Stainless steel rod�

Specifications : �
▪For All Hazards    ▪3 mm bulb�
�
Usage areas :�
✔︎ House�
✔︎ Hotel�
✔︎ Hospital�

✔︎ Mall�
✔︎ Dormitory�
✔︎ Trade Center�






