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FF OT500
Intelligent Addressable Smoke and Heat Detector
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Reliable Technology

EN54-5
EN54-7

Features Technicial Specifications

> Intelligent Addressable Smoke and Heat Detector Operating voltage 18.5V~26V

> Microprocessor Operating Current <0.3mA

> Infrared working principle Operating Alarm Current ~ <0.8mA

> Heat Plus and Constant Temperature working LED display Kirmizi
principle

> Non-polarized two-wire connection LED Polling Flash

»  Sensor fault monitoring for temperature, humidity and Operating temperature 5°C~+50°C
dust

> Pollution-Failure Report Storage Temperature -5°C~+50°C

> Remote output Moisture Bond <95%

>  ENb4-5 and EN54-7 Certified Size 100x51 mm

>  LPCB Approved LPCB document no. XXX

>  CPR Certificated CPR document no. XXX

Order Details

»  FF OT500 Intelligent Addressable Smoke and Heat Detector
»  FF BS500 Standard Socket for FF 0500
» FFLED LED Indicator
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FF LSB550

Intelligent Addressable Sounder Strobe

Features

Intelligent Addressable Sounder and Beacon
Audible and Visual Warning

Non-polarized two-wire connection
Microprocessor

24 VVDC supply

EN54-3 Certificated

LPCB Approved

CPR Certificated
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Order Details

»  FF LSB550
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Technicial Specifications

Operating voltage
Operating Current
Operating Alarm Current
External Voltage
Sound Level

Flash Frequency
Operating temperature
Storage Temperature
Moisture Bond

Size

LPCB document no.
CPR document no.

Intelligent Addressable Sounder Beacon

24V DC
<0.5mA

<50mA

24V DC
80dB~115dB
1Hz~2Hz
-10°C~+55°C
-10°C~+55°C
<95%
115x140x56 mm
1450a/01
0832-CPR-F2821
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FF FCP500 (JB-TB-TC5109)

Intelligent Addressable Fire Alarm Panel
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Features Technicial Specifications
> Intelligent Addressable Fire Alarm Panel Operating voltage 220-230V AC
» 7" Color LCD Display Operating Frequency 50-60Hz
>  1-4 Loop Options Operating Current 3A
» 324 Loop address capacity Battery 2x7Ah 12V DC
>  Network Card, Operating voltage 24V DC
» 48 LED Display Loop Voltage 24V DC
» 5 Output Operating temperature -5°C~+50°C
»  Alarm- Fault Output Storage Temperature -5°C~+50°C
»  RS8232-RS485-CAN-USB Interface Communication Moisture Bond <95%
»  ENb54-2 ve EN54-4 Certified Size (E-Y-D) 420x560x140 mm
> 1000 Event Memory LPCB document no. Xxx
»  Optional Internal Printer Connection CPR document no. Xxx
»  LPCB Approved
»  CPR Certificated

Order Details

FF FCP500-1L
FF FCP500-2L
FF FCP500-3L
FF FCP500-4L
FF FCP500-Loop
FF FCP500-NET
FF FCP500-PRT
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Fire & Gas Alarm System

T: 450 242 25904 20
) info@Finder.com.tr

CCTV System e

Finder Yangin Giivenlik Elektronik Sistemler A.S. i ®
Kepez Mah. 5071 Sok. No:10 07090 Kepez / ANTALYA T
F:+90 242 259 28 88

Intelligent Addressable Fire Alarm Panel, 1 loop , 1x255 Address Capacity, 48 LED display
Intelligent Addressable Fire Alarm Panel, 2 loop , 2x255 Address Capacity, 48 LED display
Intelligent Addressable Fire Alarm Panel, 3 loop , 3x255 Address Capacity, 48 LED display
Intelligent Addressable Fire Alarm Panel, 4 loop , 4x255 Address Capacity, 48 LED display
FCP500 Loop Card 1 loop , 255 Adres Kapasiteli

FCP500 Network Card

FCP500 Internal Printer

PAVA System e Emergency Lighting System e Access Control System e Integration System e Reasure
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FF CP500 (J-SAP-TCSB5264)
Intelligent Addressable Call Point
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Features Technicial Specifications
»  Intelligent Addressable Call Point Operating voltage 18.5V~26V
»  Unbreakable Glass Operating current <0.2mA
»  Non-polarized two-wire connection Alarm current <0.8mA
»  LED Indicator LED Indicator Kirmizi
»  ENb4-11 Certified LED Polling Flash
»  LPCB Approved Work Temperature -10°C~+55°C
»  CPR Certificated Storage Temperature -10°C~+55°C
Humidity <95%
Dimension 95x95x44 mm
. LPCB No. Xxx
Order Details CPR no. Yoo

»  FF CP500 Intelligent Addressable Call Point
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FF 0500 (JTY-GM-TC5161)
Intelligent Addressable Optical Smoke Detector
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Features Technicial Specifications
» Intelligent Addressable Optical Smoke Operating voltage 18.5V~ 26V
Detector
»  Microprocessor Operating Current <0.3mA
» Infrared working principle Operating Alarm Current <0.8mA
»  Non-polarized two-wire connection LED display Kirmizi
»  Sensor Sensor fault monitoring against LED Polling Flash
temperature, humidity and dust
»  Pollution-Failure Report Operating temperature -5°C~+50°C
»  Remote output Storage Temperature -5°C~+50°C
» 54 EN54-7 Certified Moisture Bond <95%
»  LPCB Approved Size 100x51 mm
»  CPR Certified LPCB document no. XXX
. CPR document no. XXX
Order Details
»  FF 0500 Intelligent Addressable Optical Smoke Detector

> BS FF BS500  Standard Socket for FF O500

> FF LED LED Indicator
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Reliable Technology

~O

FF OT500
Intelligent Addressable Smoke and Heat Detector

v Vv

¥  CPR EN54-7
Features Technicial Specifications
»  Intelligent Addressable Smoke and Heat Detector Operating voltage 18.5V~26V
»  Microprocessor Operating Current <0.3mA
> Infrared working principle Operating Alarm Current <0.8mA
»  Heat Plus and Constant Temperature working LED display Kirmizi
principle
> Non-polarized two-wire connection LED Polling Flash
»  Sensor fault monitoring for temperature, humidity and Operating temperature
dust
»  Pollution-Failure Report Storage Temperature
»  Remote output Moisture Bond SFE%~+50°C
»  ENB4-5 and EN54-7 Certified Size 100xR1, B
»  LPCB Approved LPCB document no. XXX
»  CPR Certificated CPR document no. XXX
Order Details
»  FF OT500 Intelligent Addressable Smoke and Heat Detector
»  FF BS500 Standard Socket for FF O500
> FFLED LED Indicator
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FF T500

O Finder

Intelligent Addressable Heat Detector
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Reliable Technology

EN54-5

Features Technicial Specifications
> Intelligent Addressable Heat Detector Operating voltage 18.5V~26V
> Microprocessor Operating Current <0.3mA
> Heat Plus and Constant Temperature working Operating Alarm Current <0.8mA
principle o
> Non-polarized two-wire connection LED display Kirmizi
»  Sensor fault monitoring for temperature, humidity LED Polling Flash
and dust
>  Pollution-Failure Report Operating temperature -10°C~+50°C
> Remote output Storage Temperature 10°C~+50°C
>  ENb54-5 Certified Moisture Bond <95%
> LPCB Approved Size 100x51 mm
>  CPR Certificated LPCB document no. XXX
CPR document no. XXX

Order Details

»  FFT500 Intelligent Addressable Heat Detector
»  FF BS500 Standard Socket for FF T500
» FFLED LED Indicator
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